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Re: FOIA and notices provided to Fred R. Rippy. [^ 
Jackie Lane to: Lynda Deschambault 10/07/2010 12:07 PM 

Dear Lynda: 

According to our Omega mailing list, we have the following addresses and date information entered into 
the system: 

Companv First Name 
Date Entered Fact Sheets 
Fred Rippy, Inc. Carol 

8/6/2010 None 

Last Name 

Castillo 

Address 

12471 East Washington Blvd. 
Whitter, CA 90602 

Fred Rippy, Inc. 

7/17/2010 See Below 
Mailed: 8/19/10 Mailed: 9/1/10 
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12471 E. Washington Blvd. 
Whittier, Ca 90602 

Lynda Deschambault I have a FOIA requesting • Any and all notice. 10/06/2010 03:55:58 PM 

From: 
To: 
Cc: 
Date; 
Subject 
Sent by 

Lynda Deschambault/R9/USEPA/US 
Jackie Lane/R9/USEPA/US@EPA 
Stephen Berninger/R9/USEPA/US@EPA 
10/06/2010 03:55 PM 
FOIA and notices provided to Fred R. Rippy. 
Iynda deschambault 

I have a FOIA requesting 

• Any and all notices or correspondence provided to Fred R. Rippy, Inc regarding the 
Omega Chemical Corporation Superfund Site. 

can you verify and provide me with copies of what fact sheets were sent out - o n what dates and to whom 
they were addressed? 

Lynda 

Lynda Deschambault 
Environmental Chemist 
(415) 947-4183 phone 
(415) 947-3526 fax 

" The ultimate measure of a man [woman] is not where he [she] stands in moments of comfort and 
convenience but where he [she] stands at times of challenge and controversy." Rev. Dr. Martin Luther 
King Jr. 



EPA Omega Chemical Corporation 

Superfund Site 
U.S. E n v i r o n m e n t a l P r o t e c t i o n Agency Reg ion 9 San F r a n c i s c o . CA Augus t 2010 

Proposed Plan for OU-2 Groundwater Contamination 

The United States Environmental Protection Agency (EPA) is 
requesting public comment on thi.s Proposed Plan for address­

ing the human health and environmental risks posed by contami­
nated groundwater ar the Omega Chemical Corporation Superfiind 
Site (Sire), 'lhe purpose ofthe Proposed Plan is to describe and 
solicit comments from the public on the alternatives considered, the 
Preferred Alternative and the information contained in the Admin­
istrative Record file. EPA is i.ssuing this Proposed Plan as part of its 
public participation responsibilities imder Section 300.430(f)(2) of 
the National Oil and Hazardous Substances Pollution Contin­
gency Plan (NCP). This Plan identifies EPA's Preferred Alternative 
for containing the large plume of contaminated groundwater that 
extends approximately four and one-half miles south-southwest of 
the former Omega Chemical Corporation in Whittier, CA. This area 
ofthe Site is designated as Operable Unit 2 (OU-2). EPA will select 
the remedy for OU-2 after reviewing and considering all information 
received during the public comment period. 

On August 31, 2010, you are invited to attend an open house fol­
lowed by a presentation at a public meeting. During the open hou.se 
on this Proposed Plan from 6:00 pm to 7:00 pm, EPA staff will be 
available at a poster .session to answer individual questions. liPA will 
tnake a formal presentation at the public meeting at 7:00 pm with 
an opportunity ro ask questions and record oral comments on the 
Proposed Plan as part ofthe public record. You may also submit writ­
ten comments at any time during the comment period which begins 
.August 23, 2010 through September 21, 2010. Information on how 
to submit written comments and the location ofthe public meeting 
can be found in the box to the right. 

This Proposed Plan summarizes key information from the OU-2 
remedial investigation and feasibility study (RI/FS) conducted 
by EPA. Tlie RI/FS reports describe the nature and extent of OU-2 
groundwater contamination, the risks it poses to human health and 
the environment and the alternatives EPA evaluated to address those 
risks. EPA is proposing an interim reinedial action to contain the 
pluine of groundwater contamination. After implementation of 
thc selected interiin remedy, EPA will conduct further studies and 
expects to propose additional cleanup actions for a final cleanup rem­
edy for the Site. liPA may modify the Preferred Alternative or select 
another response action presented in this Plan based on new infor­
mation or public comments received during the comment period. 

"Terms that appear in bold are defined in the glossary on pages 12-13 

How You Can Comment 
EPA encoiuages the public to comment on this pro­
posed cleanup action for contaminated groundwater 
in OU-2. The comment period is from August 23, 
2010 to September 21, 2010. You can comment in 
person at the public meeting or in writing to EPA's 
remedial project manager. You can fax, email or 
seiid in written comments postmarked no later than 
September 21, 2010 to the following EPA contact: 

• I ) 

Lynda Deschainbai 
Remedial Project Managei 
U.S. EPA Region 9 
75 Hawthorne Stieet (SEE''-' 
San Erancfsco, CA 94105 
Direct Dne: (4IS) 94~-4l83 
Fax Number: (415) 947-3526 
Email: deschambauli.lynda&epa.gov 

If requested, EPA may extend the comment period. 
Any request for an extension must be made in writ­
ing and received by EPA no later than September 
21,2010. 

Open House and 
Public Meeting 

If you would like an opportunity to talk to EPA 
staff one-on-one, join us at the Open House just 
before the public meeting, 'lb hear a presentation 
on the Proposed Plan and have the opportunity to 
have your comment recorded, please also attend the 
public meeting: 

Augus t s ! , 2010 
6:00 pm - 7:00 pm - Open House 

7:00 pm - 9:00 pm -
Presentation & Public Comment 

Whittier Community Center 
7630 Washington Boulevard 

Whittier, California 

http://hou.se


EPA consulted with the California EPA Department of Toxic 
Substances Control (DTSC) in preparing this Proposed 
Plan. The public can review the RI/FS reports and other Site 
documents in the Administrative Record file at the Site's 
information repositories (see back page). Information about 
the Site is also available on-line at www.epa.gov/region09/ 
OmegaChemical. 

EPA will make its decision on the remedy after considering all 
comments received during the public comment period. Public 
comments will be addressed in a responsiveness stmimary 
attached to the Record of Decision (ROD). 'Ihe ROD will 
be placed in the information repositories and made available 
on-line at EPA's web site, and notice of its availability will be 
announced in a local newspaper. 

Site Background 
The Omega Chemical Corporation facility was located at 
12504 and 12512 East Whittier Boulevard in Wliittier, Cali­
fornia and was a refrigerant and solvent recycling, reformula­
tion and treatment facility' that operated from approximately 
1976 to 1991. Drums and bulk loads of waste solvents and 
other chemicals from various industrial activities were pro­
cessed at the facility to form commercial products. As a result 
of the operations and spills and leaks of various chemicals, the 
soil and groundwater beneath the Omega property became 
contaminated with high concentrations of tetrachloroethyl­
ene (PCE), trichloroethylene (TCE), Freons 11 and 113 and 
other contaminants. Contaminated groundwater extends 
four and one-half miles downgradient (south / southwest) of 
the Omega Chemical property. 

To better manage large site cleanups, EPA often addresses a 
site by designating Operable Units (OUs) which represent 
discrete elements of the overall site cleanup. The Omega Site 
has three OUs: OU-1 addresses the contaminated soil and 
groundwater in the immediate vicinity of the former Omega 
Chemical faciliry; OU-2 addresses the contaminated ground­
water downgradient of OU-1 that has been impacted by 
contaniination from the Omega facility; and OU-3 addresses 
vapor intrusion from the Omega Site that has occurred in 
several buildings on and in close proximity to the former 
Omega facility. 

Enforcement History 

Between 1984 and 1988, Omega Chemical received several 
notices of violations from the Los Angeles County Depart­
ment of Health. In 1993 and 1995, at the request of D'ESC, 
EPA conducted assessments ot the Omega facility to evaluate 
the condition of approximately 2,900 drums of unprocessed 
hazardous waste in various states of deterioration, many of 

which were corroded and leaking. Tlie drums were situated 
on pallets, in some cases three high, and many were weath­
ered and deteriorating from years of outside storage. In May 
1995, EPA issued a Unilateral Administrative Order (UAO) 
to "major" generators — i.e., potentially responsible par­
ties (PRPs) who had shipped at least 10 tons of hazardous 
substances to the facility — requiring them to underrake a 
number of actions, including: securing the site, sampling and 
off-site treatment/ciisposal of more than 3,000 drums of waste 
and decontamination of remaining equipment and structures. 
The major PRPs later formed thc Omega Chemical Site PRP 
Organized Group (OPOC) that has continued to perform 
some ofthe response actions at the Site. 

In January 1999, EPA placed the Oinega Site on the National 
Priorities List (NPL or Superfund list). 

OPOG also agreed to perform a number of actions pursu­
ant to a 2001 consent decree, including performance of an 
RI/FS ot the OU-1 soils and implementation of an intcritn 
groundwater treatment .system to contain OU-1 groundwater. 
Construction of this pump-and-treat system was completed in 
2009, and it is now operational. The treated water from this 
35-gallon-per-ininute (gpm) system is discharged to a sanitary 
sewer. 

In 2004, EPA issued a UAO to other major generators that 
required them to install and sample additional groundwater 
monitoring wells. 

In April 2006, EPA issued an Action Memorandum identi­
fying respon.se actions needed to mitigate threats to human 
health posed by vapor intrtision in the Skatelatid building, 
an indoor roller skating rink adjacent to the former Omega 
Chemical facility. OPOG performed this removal action 
pursuant to an amendment to the 2001 con.sent decree and 
ultimately funded the purchase ofthe Skatelatid property and 
demolished the building. 

In 2007-2008, with EPA oversight, OPOG conducted the 
RI/FS for the soils in OU-1. EPA issued a ROD for OU 1 
selecting the soil cleanup remedy in September 2008. The 
remedial action selected in the ROD consisted ol a soil vapor 
extraction (SVE) system to remove and rreat the chemical 
vapors in the soil within OU-1. A series of SVÊ  wells will be 
used to pull the contaminant vapors out ofthe soil and into a 
granular activated carbon (GAC) filter. Once the contami­
nants are removed by the GAC filter, the clean air created 
through this process will be released into the atmosphere. 

In 2009, EPA entered into an agreement with OPOG to 
address indoor air contamination caused by vapor intrtision. 
Under the agreement, OPOG has installed an interim SVE 

Omega Chemical Corporation Superfund Site 
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system and is taking other measures to address 
vapor intrusion at buildings in the OU-1 area. 
These actions will be consistent with the long-
term cleanup ofthe OU-1 soils. The agreement 
also requires OPOG to continue indoor air 
monitoring in several buildings near the former 
Omega Chemical facility. Under a consent 
decree that has been signed by mote than 1 50 
PRPs and the United States, members of OPOG 
will perform the OU-1 soils remedy EPA se­
lected in September 2008. 

EPA has taken the lead role in conducting the 
RI/FS for OU-2, including the installation of 
numerous monitoring wells, the evaluation of 
numerous facilities within the OU-2 area that 
may be contributing contamination to the 
Omega plume and the assessment of potential 
risks posed by the OU-2 plurne. During the 
course of the RI/ES, EPA has held numerous 
meetings with stakeholders, fssued se\'eral fact 
sheets to update the public on progress at the 
Site and provided OPOCi and others with an op­
portunity to review the draft RI and FS reporrs. 
In July 2010, EPA completed the RI/FS reporrs 
for OU-2. 

Site Characteristics 
The former Omega Chemical facility is located 
in Los Angeles County, approximately 1 5 miles 
southeast of Los Angeles. The Site and surround­
ing areas are completely developed with a mix of 
predominantly commercial/industrial and minor 
residential land use. Land uses are not expected 
to change significantly in the next 20 years or 
longer. Tire groundwater basin is 
an important source of drinking 
water for the metropolitan area 
east of Los Angeles including 
the cities of Whittier, Santa Fe 
Springs and Norwalk. The use 
of groundwater in the basin is 
subject to adjudicated water rights 
administered by the Water Replen-
ishinent District of Southern C^alifor-
nia (WRD) as acting Watermaster for 
the C^entral Basin. 

Ibe August 2010 RI/FS for OU-2 found 
that the contaminated groundwater is present 
starting at the water table (that occurs at ap­
proximately 40 to 100 feet below ground surface 

(bgs)) and extends down to 200 feet bgs in some places. Tlie plume of con­
taminated groundwater extends approxiinately iVi miles south-southwest 
from the former Omega Chemical Eicilin' in the City of Whittier, through 
the City of Santa Fe Springs and into the City of Norwalk (Figure 1). The 
width ofthe contaminated groundwater plume varies from approximately 
one-half to one mile. 

Within the OU-2 plume, there are two distinct "hot spots" of contamina­
tion where PCE concentrations exceed 500 micrograms per liter (pg/L) 
(see Figure 2). 'Ihe first originates at the former Omega Chemical faciUty 
and extends for a distance of roughly one mile downgradient. The second 
hot spot starts a short distance downgradient ofthe first and continues for 
about one-half mile. 

Groundwater within the OU-2 area is used as a source of drinking water 
by several municipal and private water purveyors. Most ofthe drinking 
water wells located in the OU-2 area draw water primarily from deeper 
portions ofthe aquifer at depths of 200 feet bgs or more and are not cur­
rently impacted by groundwater contamination. However, a few drink­
ing water wells in the area draw water at about the 200 feet bgs level and 
have had some contaminants detected. These wells are currently equipped 
with wellhead treatment units which are comprised of granular activated 
carbon (GAC) filters. The GAC filter removes the contaminants from the 
water to ensure that it meets drinking water standards. Drinking water 
for the cities of Whittier, Santa Fe and Norwalk is tested regidarly prior to 
distribution to the public, and all tap water meets state and federal drink­
ing water standards. • ' 

Former Omega 
Chemical Corporation 

Facility 

South 
WhUfser 

Figure 1: Location of Omega Chemical 
Corporation Superfund Site 

August 2010 



Contaminants of Concem 

The primary contaminants of concerns (COCs) at OU-2 are volatile organic 
compounds (VOGs) dissolved in groundwater. VOCs are contaminants that read­
ily evaporate in the air. The primary VOCs of concern are PCE, TC]E, and 1, 1-di-
chloroethene (1, 1-DCE). PCE and TCE are solvents that have been widely used 
by industry as cleaning and degreasing agents. 1, l-DC^E is not commonly used in 
commercial products but can be formed when other VOCs degrade. 

Another group of VOCs found in OU-2 groundwater are Freons (e.g., Freon 11 
and Freon 113). Freons are used as coolants and pressurizers in spray can products. 
Less volatile or semi-volatile organic compounds (SVOC's), including 1, 4-dioxane, 
are also present at OU-2. The groundwater also contains some degradation by­
products that are formed when PC Ê and 'ICE degrade in the environment. 

A number of other CX)Cs in OU-2 groundwater that were not part ofthe Omega 
Chemical facility operations have been spilled or dumped or othenvise disposed of 
at facilities within the area overlying the OU-2 plume and are now commingled 
with the OU-2 plume. Those chemicals include chromium (hexavalent and total), 
perchlorate, selenium, fuel hydrocarbons and others. A complete list ofthe inain 
COCs can be found in Table 1. 

There are no known principal threat wastes (such as dense non-aqueous phase 
liquids, or DNAPLs) in the OU-2 groundwater plume. 

Table 1: Main Contaminants of Concern in OU-2 Plume 

Contaminant 

Chlorofonn 

Caibon letr̂  

Freon 11 

Freon 1 13 

Hexavalent' 

1,4-l)ioxant 

Perclilorate 

1,1 -Dichloroethene (1,1 -DCE) 

cis-1.2-Dichloroethene 
(cis 1,2-DCE) 

Maximum 
Concentration in 

OU-2 (ug/L) 

200 

80 

no 

400 

:o6 

:io 

10 

2,700 

Caibon tetrachloride 

Freon 11 

Freon 1 13 

Hexavalent C^hromiimi 

1.4-r)ioxane 

Perclilorate 

180 

910 

2,400 

206 

210 

10 

0.5 

150 

1,200 

50* 
y. . 

6 

Drinking Water 
Standard (ug/L) 

80 

0.5 

15{ 

,20 

50^ 

3** 

6 

6 

370 

1,1-dichloroethane (l.l-DCA) 

1,2-dichloroethane (1,2-DCA) 

1,1 .i-lrichloroethanc (1,1,2-TCA) 

Tetrachloroethylene (PC'E) 

'Irichloroethylene (TCE) 

200 

73 

11 

4,600 

2,000 

5 

0.5 

5 

5 

5 

Scope and Role of 
the Proposed Action 
The main components of a typical 
groundwater cleanup action include 
control of the source of the contami­
nation, containment of contaminated 
groundwater to prevent it from spread­
ing further away from the Site and 
removal of the contamination from the 
groundwater in order to achieve cleanup 
standards in the aquifer. 

Thc area of highly contaminated 
groundwater within OU-1 is presently 
being controlled by an interim pump-
and-treat system that began operation 
in July 2009. In addition, the design 
and construction of the soil remedy for 
OU-1 (soil vapor extraction throtighotit 
the vadose zone) will begin in 2010. 

With this Proposed Plan, EPA is pro­
posing an interim remedy to contain the 
plume of contaminated groundwater 
comprising OU-2 (.see Figure 2). Tlie 
overall objective of the proposed interim 
remedy is to protect human health and 
environment by preventing further 
spreading ofthe contaminated ground­
water to yet uncontaminated portions of 
the aquifer and nearby production wells. 
The specific Remedial Action Objec­
tives developed tor the interim remedial 
action are identified below. Because this 
action is considered "interim," EPA is 
not setting numeric cleanup goals for 
the groundwater in the aquifer (i.e., ''in 
situ" cleanup goals) at this time. 

Following implementation of the 
selected interim remedy for OU-2, EPA 
will conduct further studies and expects 
to propose additional reniedial actions 
for the OU-2 plume as part ofthe final 
cleanup remedy for the Site. As part of 
those studies, EPA will work with the 
State to identify all significant sources 
within the OU-2 plume area that 
have contributed to the groundwater 

Total Chromium MCL 
*No MC]L - value shown is the State notification level 
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Figure 2: Approximate extent of tetrachloroethylene (PCE) groundwater 
contamination 

contamination. Some ofthe known sources are currently being addressed by State-
led actions. EPA expects that the rest ofthe sources will be addressed by the com­
bined efforts of the State and EPA. 

Summary of OU-2 Risks from Contaminated 
Groundwater 
As part ofthe OU-2 RI, a human health risk assessment (HHRA) was performed 
to determine if groundwater contamination at OU-2 poses a current or potential 
future risk to human health. The HHRA identified and evaluated several possible 
ways that people might be exposed to OU-2 groundwater contamination. These 
"exposure pathways" included direct exposure to untreated OU-2 groundwater used 
as residential tap water and inhalation exposure to volatile contaminants (such as 
PCE and TCE) as a result of off-gassing from the contaminated groundwater and 
subsequent vapor intrusion into buildings overlying the plume. 

'lhe risks identified in the HHRA were compared against EPA's target risk manage­
ment range o^ 10 '̂ to 10 ' for cancer risks (in other words, a cancer risk of 1 to 100 

people in 1 million). The HHRA results 
indicated that the OU-2 contaminated 
groundwater tioes not pose a currenr 
or immediate risk to human health but 
could pose a significant potential future 
cancer risk through domestic use of 
contaminated groundwater. The esti­
mated potential future cancer risk from 
exposure to untreated OU-2 groundwa­
ter used as residential tap water is 9x10 ' 
(i.e., 9 in 10 people). PCE contributes 
98 percent ofthe total cancer risk. 

All water supply wells known to be 
impacted by the OU-2 plume have 
wellhead treatment units that remove 
the contamitiants such as PCE before 
the water is put into the distribution 
system, preventing any current exposure 
via that pathway. However, there is the 
potential for rhe contaminated ground­
water to migrate into deeper and/or 
uncontaminated downgradient portions 
ofthe aquifer and impact production 
wells that do not have wellhead treat­
ment units. 

The HHRA also concluded that there is 
no potential for inhalation exposure in 
buildings overlying the OU-2 plume. 
The HHRA and other EPA studies have 
found that the vapor intrusion problem 
is limited to those commercial buildings 
that are either on, or in close proximity 
to, the former Omega property. 

Because ofthe depth to groundwater, 
there is no risk to ecological receptors 
from contaminants in OU-2 groundwa­
ter. The Site and surrounding areas are 
completely developed with a mix of pre­
dominantly commercial/industrial and 
minor residential land use. EPA does 
not expect the future land or resource 
uses in this area to change. 

It is the EPA's current judgment that 
the Preferred Alternative identified 
in this Proposed Plan, or one of the 
other active measures considered in the 
Proposed Plan, is necessary to protect 
public health and the environment from 
actual or threatened releases of hazard­
ous substances into the environment. 

August 2010 
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Remedial Action Objectives 
This Proposed Plan presents EPA's preferred alternative for in­
terim groundwater containment as the first step in addressing 
groundwater contamination in OU-2. There are three prima­
ry goals, or Remedial Action Objectives (RAOs), developed 
for the interim containment remedy for OU-2: 

• Prevent unacceptable human exposure to COCs in 
groundwater. 

• Decrease lateral and vertical spreading of COCs in 
groundwater at OU-2 to protect current and future uses 
of groundwater. 

• Decrease lateral and vertical migration of OU-2 ground­
water with high concentrations of COCs into zones with 
currently lower concentrations of COCs to optimize the 
efficiency of contaminant mass removal and the treatment 
of extracted groundwater. 

Summary of the Remedial 
Alternatives 
Based on the available information about the current nature 
and extent of groundwater contamination at OU-2, EPA 
developed and evaluated a range of alternatives tor achieving 
the OU-2 RAOs. The five "action" alternatives are ground­
water "pump-and-treat" systems that have six key compo­
nents: extraction of contaminated groundwater; treatment of 
the groundwater to remove contaminants; use of groundwa­
ter after treatment; conveyance pipelines for untreated and 
treated water as well as waste streams; groundwater monitor­
ing; and institutional controls. The alternatives incorporate 
different combinations of technologies, process options and 
treated water end use, and they also vary in terms of the 
number and location of groundwater extraction wells. The 
following groundwater monitoring and institutional controls 
components are essentially the same for all five of the "action" 
alternatives: 

• Groundwater monitoring: Construction of additional 
monitoring wells and periodic monitoring ot both new 
and existing monitoring wells. Monitoring groundwater 
levels and groundwater quality will allow for evaluation of 
the effectiveness of the containment remedy. 

• Institutional controls (ICs): An annual notification to 
all water rights holders in the Central Basin woidd ex­
plain (1) the extent of OU-2 groundwater contamination, 
the .selected interim OU-2 groundwater remedy pursuant 
to the interim OU-2 ROD and the status ofthe remedy's 
implementation; and (2) restrictions and prohibitions 
under state or local law on well-drilling and installation 
without necessary approvals and permits. In addition to 
the notice, this IC' includes meetings as neccssar}- with 
state and local agencies with jurisdiction over well drilling 
and groundwatet use within the Central Basin to deter­
mine whether any permits for well installation had been 
applied for or granted in the OU-2 area or vicinity and, if 
so, whether such application or permit is consistent with 
the objectives ofthe interim OU-2 ROD. 

Tlie alternatives are summarized below and described in 
detail in the FS Report. Tlie cost estimates developed for each 
alternative assume a .30-year period of operation and mainte­
nance (O&M) and a discount rare of 7% to calculate rhe total 
cost in current dollars (i.e., net present value (NPV)). EPA's 
Preferred Alternative is Alternative 6, plume-wide extraction 
with drinking water end use. 

Alternative 1: No Action 

EPA is required to evaluate a "No Action" alternative under 
the NCR 'Ihis alternative establishes a baseline against which 
other alternatives can be compared. Tlie "No Action" alter­
native would allow the OU-2 contamination to continue to 
migrate with no remedial actions being implemented (other 
than those that might be taken as part of State-led actions at 
individual sources within the OU-2 area). 

Alternative 2: Leading-edge Extraction with Drinking 
Water End Use 

Alternative 2 consists of groundwater extraction at the leading 
edge of the plume to prevent further migration of contami­
nated groundwater into the downgradient areas. The contami­
nated groundwater would be removed and piped to a central­
ized treatment plant. The treated water would be distributed 
ro a municipal water supply system for use as drinking water. 

'Ihis alternative is estimated to require three extraction wells 
located at the leading edge ofthe OU-2 plume with extrac­
tion rates of approximately 600 gallons per minute (gpm) 
each for a total extraction rate of 1,800 gpm. The extracted 
contaminated groundwater would be sent through a pipe­
line to a groundwater treatment plant (CiW IP) for removal 
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of contaminants to levels that comply with drinking water 
standards. For thc purpose of estimating costs only, it was 
assumed that the treated water would be delivered via pipeline 
to an existing potable drinking water tank owned and oper­
ated by the Cit)' of Santa Fe Springs. 

'Ihe following key treatment steps would be conducted at 
the CiWTP: an advanced oxidation process (AOP) to remove 
1,4-dioxane, biological and conventional liquid phase granu­
lar activated carbon (LGAC]) for VOC removal, and nano-
filtration (NF) for removal of chromium and total dissolved 
solids (TDS), including sulfate. '̂ Ihe groundwater in this area 
contains high levels of naturally-occurring dissolved solids 
which would be removed when the water is treated. The 
resulting high salinity "brine", a byproduct of the treatment 
process, woidd be discharged to a nearby industrial sewer line 
for disposal. 

Capital Cx)sts: .$29.2 million 
Annual O&M: $ 2.0 million 
Estimated Present Worth C^ost: $53.6 million 

Alternative 3: Plume-wide Extraction with Reclaimed 
Water End Use 

Alternative 3 includes groundwater extraction at three loca­
tions and the delivery of treated water that meets require­
ments for use in reclaimed water lines. 

In addition to extracting groundwater at the leading edge 
of OU-2 plume, zAlternative 3 would include extraction of 
highly contaminated groundwater at two additional locations 
to more effectively contain or remove groundwater con­
tamination. The two extraction locations, referred to as the 
northern (NE) and central (Ĉ PI) extraction areas, are down-
gradient of the t\vo major hot spots within the plume (Figure 
4). Extracted groundwater would be treated at a centralized 
GWTP located in the vicinity ofthe CE extraction area, lhe 
treated water would be discharged to a reclaimed water line. 
The reclaimed water end use (for non-drinking purposes, such 
as irrigation or industrial use) under this alternative would be 
consistent with water conservation efforts in the Central Basin. 

The extraction system under this alternative assumes there 
would be tv̂ 'o NE wells with extraction rates of approximately 
250 gpm each, rwo CE wells with extraction rates of ap­
proximately 250 gpm each and three leading-edge wells with 
extracrion rates of approximately 350 gpm each. The total 
extraction rate would be about 2,050 gpm for this plume-
wide extraction scenario. At the GWTP, the groundwater 
would go through an ion exchange system to remove hexava­
lent chromium, AOP to remove 1, 4 dioxane, biological and 

conventional granular activated carbon to leinove VOC]s, and 
reverse osmosis (RO) treatment to reduce selenium and total 
dissolved solids (TDS), including sulfate, to meet reclaiined 
water discharge limits. This alternative includes pipelines to 
move treated water to a nearby reclaimed water line and to 
discharge waste brine from the CiWTP to a nearby industrial 
sewer. 

Capital Costs: $40.1 million 
Annual O&M: $ 3.7 million 
Estimated Present Worth Cost: $86.6 million 

Alternative 4: Plume-wide Extraction with Reinjection 

Alternative 4 would have the same extraction well network as 
Alternative 3, but the treated water would be reinjected into 
the deep aquifer beneath the plume. The replenishment ofthe 
drinking water aquifers under this alternative would be con­
sistent with water conservation efforts in the Central Basin. 

The extraction system under this alternative would be the 
same as for Alternative 3 and has a total extraction rate of 
approximately 2,050 gpm for the plume-wide extraction. The 
GWTP would incorporate the .same treatment steps as in 
Alternative 2 except that it would use a more robust reverse 
osmosis system instead of a nanofiltration process to provide 
a higher degree of contaminant removal prior to injection 
of the groundwater. The State of California's antidegrada­
tion polic}' has established water quality limits for reinjected 
water that are stricter than those for other water end uses. The 
treated water woidd be pumped to injection wells located near 
the GWTP 

Capital Costs: 
Annual O&M: 
Estimated Present Worth Cost: 

$41.4 million 
$ 2.6 million 
$73.2 million 

Alternative 5: Plume-wide Extraction with Spreading 
Basin Recharge 

Alternative 5 is identical to Alternatives 3 and 4 with regard 
to extraction well locations but differs in that thc treated 
water would be delivered to the nearby San CSabriel Spreading 
Basin for infiltration into the ground. More specifically, this 
treated water would be discharged to the unlined portions of 
the San Gabriel River that are part ofthe regional spreading 
basin area. From there, the treated water would infiltrate into 
the deep drinking water aquifers ofthe Central Basin. Tlie 
replenishment ofthe drinking water aquifers under this alter­
native would be consistent with water conservation efforts in 
the Central Basin. 
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The extraction well system under this alternative would have 
an extraction rate that is about 10 percent higher than Alter­
natives 3 and 4 and 20 percent higher than Alternative 2. The 
spreading basin areas undergo routine maintenance and are 
not available for approximately five weeks per year. In order 
to ensure the plume of contaminated water is adequately 
captured during the remainder ofthe year, this system would 
pump at an overall extraction rate that is approximately 2,200 
gpm. 

The GWTP incorporates the same treatment steps as Alter­
native 3 and includes ion exchange, AOP, LGAC and RO 
treatment units. 

Capital Costs: $41.6 million 
Annual O&M: $ 3.3 million 
Estimated Present Worth Cost: $82.9 million 

Alternative 6: Plume-wide Extraction with Drinking 
Water End Use 

Alternative 6 is the Preferred Alternative. It is similar to 
Alternatives 3, 4 and 5 in that it incorporates the same plume-
wide extraction scenario with groundwater extraction at the 
leading edge, CE and NE areas. Alternative 6 also is similar to 
Alternative 2 in that groundwater will be treated and distrib­
uted to a municipal water supply system as drinking water. 
Extracted contaminated groundwater will be treated with a 
centralized GWTP located in the vicinity ofthe CE extrac­
tion area. 

The extraction system under this alternative is the same as for 
Alternatives 3, 4 and 5, with a total extraction rate of about 
2,050 gpm for the plume-wide extraction system. The GWTP 
would use the same treatment technologies as those found in 
Alternative 2, which would include an advanced oxidation 
process, biological and conventional liquid phase granular 
activated carbon (LGAC), nanofiltration and disinfection. 

Capital C^osts: $38.4 million 
Annual O&iM: $ 2.5 miUion 
Estimated Present Worth Cost: $69.2 million 

Evaluation of Alternatives 
The NCP requires the use of nine criteria to evaluate the dif­
ferent remediation alternatives individually and in comparison 
to each other. Ihese criteria are grouped into three categories: 
threshold criteria, which are requirements that each alterna­
tive must meet in order to be eligible for selection; primary 
balancing criteria, which are used to weigh major trade-offs 
among alternatives; and modifying criteria, which include 
state and community acceptance. See Figure 3 tor a descrip­
tion of these criteria. 

fable 2 summarizes the comparative analysis of alternatives 
using these criteria. Each alternative is compared to the other 
five and rated "yes" or "no" with respect to the threshold 
criteria, and "low," "medium," or "high" with respect to the 
primary balancing criteria (except cost). A high rating is most 
favorable and a low rating is least favorable. Rather than 
rating costs on a relative scale, the estimated costs for each 
alternative are presented in Fable 2 for comparison. A more 
detailed analysis of each alternative against the criteria and a 
comparative analysis ofthe alternatives can be found in the 
Feasibilit)' Study report. 

The comparative evaluation using the rwo threshold criteria 
and the five primary balancing criteria is discussed below. The 
Department of Toxic Substances Control, as the lead agency 
for the State, concurs with FLPA's selection of Alternative 6 as 
the preferred alternative. The other modifying criterion, com-
inunit)' acceptance, will be evaluated by EPA after the public 
comment period ends. In addition, the green assessment or 
etivironmental footprint of each alternative is also discussed 
below. 

Overall Protection of Human Health and the 
Environment 

Alternative 1 (No Action), by allowing the plume to continue 
migrating, does not provide long-terin protection of human 
health and the environment, and therefore does not meet this 
criterion. Alternative 2 is also rated "no" while Alternatives 3, 
4, 5 and 6 are each rated "yes" with respect to this threshold 
criterion. 'Hie latter alternatives will achieve a high degree of 
plume containment, particularly when compared to Alterna­
tives 2. Alternative 2, for which the extraction wells are all 
located at the leading edge of the contaminated groundwater 
plume, is predicted to achieve less than adequate vertical (as 
well as lateral) capture of the contaminated groundwater. 
Alternative 3 would provide less overall containment than Al­
ternatives 4, 5 and 6 because the amount ofwater that could 
be extracred would be constrained during periods of little or 
no demand for reclaimed water. Reclaimed water demand is 
seasonal and varies considerably throughout the state. 

Compliance with Applicable or Relevant and 
Appropriate Requirements 

Alternatives 2 through 6 are all rated "yes" with regard to the 
threshold critetion of compliance with applicable or relevanr 
and appropriate requirements (ARARs). 
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EPA's Nine Evaluation Criteria 
For Superfynd Remedial Alternatives 

Overall Ptotectiveness of Human Health and A« 
Environjncnt determine."! whether un alternative 
eliminates, reduces, or controls threats to public health 
and the environment through institutional controls, 
engineering controls, or treatment. 

CotnpUaace with Applicable OT Relevant and 
Appropriate Retniirctucntf (ARARs) evahiates 
whether tlie aheniadve meets l-ederal and .State 
environmental statutes, regulations, and other 
requirements diat pertain ro the site, or whctlier a 
waiver i,? justified. 

I^ng-term Effectiveness and Permanence considers the 
abilitv ot an ahernative to maintain protection of human 
health and the environment. 

^ 5 ^ 

.© 

• S J ' *«« 
Reduction of Toxicity, Mobility, or VoIum« of 
Contaminants through Treatment evaluates an 
aliernaiives u.se of rreatment to reduce the hiirmfiit 
effects of principal contaminants, their abilin- to 
move ill die environment, and thc auiouilt of 
contamination present. 

Short-term Effectiveness con.«ders the 
length of time needed to mipleinent an 
ahernative and the risl« the alternative poses 
to workers, residents, atid the environment 
during implementation. 

Implemeatbability considers the technical and 
adrrsinistrarive leasibility of implementing the alternative, 
including factors such as ilie relative availability of goods 
and services. 

Cost includes estimated rapital and atinual 
operations and maintenance costs, which are 
expressed in terms of present worth. Present 
worth cost is thc total cost of an alternative over 
lime in terms oF today's dollar value. Cost ^ 
estimates are expected to be accurate within a ^vl,' ' 
range of +50 to -.30 percent. 

£_ State Acceptance considers whether the State 
.' ^ agrees with the f P.\s ana.lys«at»d 

rcconimcndatitms, as described in the RI/FS and 
Proposed Plan. 

Community Acceptance considers whether 
the local community agrees with EPAs analyses ' 
and preferred alternative. Comments leceived 
on thc Proposed rian ate an important 
indicator of cotnmunitj- acceptance, 

Long-Term Effectiveness and Permanence 

Alterttatives 2, 3, 4, 3 and 6 would permanently 

remove contaminants froin the extracted ground­

watet and would achieve varying, but generally 

high, degrees of long-term effectiveness and 

permanence. Alternative 2 woitld not remove as 

much contamination as the other alternatives 

because it would extract relatively diluted con­

taminated groundwatet frotn the leading edge 

otily and none from within the plume itself 

Alternatives 3, 4, 5 and 6 are ranked high because 

the installation of extraction wells throughout 

the plume will result in immediate capture of 

the more highly contaminated groundwater and 

provide more certainty with respect to preventing 

its vertical and lateral rnigration. 

Reduction of Toxicity, Mobility, or Volume 
through Treatment 

mal 
Remedy 

Alternatives 2 through 6 all use treatment to 

achieve (to varying degrees) reduction of toxicity, 

mobility and volume of contaminants. Alterna­

tive 2 (leading edge extraction only) would likely 

allow contamination frotn high concentration 

areas to migrate into low concentration areas and 

also into portions of the deeper regional aquifer 

that are currently clean. Alternative 2 would also 

allow high concentratiori areas to migrate towards 

the deep production wells within the O U - 2 atea. 

Altertiatives 3, 4, 5 and 6 all include plume-wide 

extraction wells and would result in improved 

plume capture (and thus mobility reduction) 

compared with Alternative 2. Alternatives 4, 5 

and 6 ate ranked high with regard to this criteri­

on because these alternatives treat similar voluines 

ofwater having highet concentrations of 

contaminants compared to Alternatives 

2 and 3. Alternative 2 is ratiked medium 

because it will not treat groundwater that 

is as highly contaminated cotnpared to the 

other alternatives; this alternative only extracrs 

and treats water from the less contaminated lead­

ing edge. Alternative 3 is ranked medium becau.se 

it will extract more of the highly contaminated gtound-

waier than Alternative 2, but the amount ofwater this 

alternative can extract would likely be constrained by seasonal 

demands for the reclaimed water it produces. 

Figure 3: EPA's Nine 
Evaluation Criteria 
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Table 2: Comparative Analysis of Alternatives 
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Alternatives 
1 

Evaluation Criteria No Action 
Alternative 

Overall Protection of 
Human Health and 
Environment 
Compliance with 
ARARs 
Long-term 
Effectiveness and 
Permanence 
Reduction of 
Toxicity, Mobility, 
or Volume (TMV) 
Through Treatment 
Short-term 
Effectiveness 
Impiementability 

Cost 
(millions) 

State Agency 
Acceptance 
Community 
Acceptance 

NO 

NA 

LOW 

NA 

NA 

NA 

$0 

2 3 

Leading Edge Piumewide 
Extraction with Extraction with 
Drinking Water Reclaimed Water 
End Use End Use 

NO 

YES 

MEDIUM 

MEDIUM 

HIGH 

MEDIUM 
Capital $29.2 

Annual O&M $2.0 

NPV of O&M $24.4 

Total NPV $53.6 

YES* 

YES 

HIGH 

MEDIUM 

HIGH 

LOW 

Capital $40.1 

Annual O&M $3.7 

NPV of O&M $46.5 

Total NPV $86.6 

4 

Piumewide 
Extraction with 
Reinjection 

YES 

YES 

HIGH 

HIGH 

HIGH 

MEDIUM 

Capital $41.4 

Annual O&M $2.6 

NPV of O&M $31.8 

Total NPV $73.2 

5 6 
Piumewide (Preferred Alternative) 
Extraction with piumewide Extraction 
Spreadmg Basm ^ ^ ^ Drinking Water 
Recharge gn^us^ 

YES 

YES 

HIGH 

HIGH 

HIGH 

MEDIUM 
Capital $41.6 

Annual O&M $3.3 

NPV of O&M $41.3 

Total NPV $82.9 

YES 

YES 

HIGH 

HIGH 

HIGH 

MEDIUM 

Capital $38.4 

Annual O&M $2.5 

NPV of O&M $30.8 

Total NPV $69.2 

DTSC concurs with EPA's preferred alternative. 

Commimity acceptance for the recommended alternative will be evaluated after the public comment period. 

*As long as there is sufficient year round demand for the reclaimed water 
NA - Not applicable. 
Net Present Value (NPV) is based on 30-year O&M period using a 7% discount rate. 
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Short-term Effectiveness 

Alternatives 2 through 6 all rely upon proven technologies 
and practices for both construction and operation. All will 
be constructed within one year of completion of design, with 
minimal expected itnpacts on workers, residences and the 
environment during implementation. Alternative 3 would 
be slightly faster to design because of less strict treatment 
requirements for reclaitned water. 

Impiementability 

Alternatives 2 through 6 are considered to be technically 
feasible to itnplement. Vendors are available for matetials, 
and contractors are readily available and capable of providing 
desigtT, construction and operation services for these .systems. 
Ilie impiementability ofthe alternative remedies for OU-2 is 
primarily driven by the regulatory environment and the water 
rights issues in the Central Basin area. Coordination with the 
Water Replenishtnent District of Southetn California (WRD) 
(which serves as the Watermaster for this area of the Central 
Basin) and with water purveyors would be necessary for all 
alternatives. 

Alternative 3 (reclaitned watet end use) would also require co­
ordination with the Los Angeles County Sanitation Districts 
(LACSD), the tnain supplier of regional reclaimed water. 
There is often low seasonal reclaimed water demand in this 
area. Low demand woitld require a corresponding decrease in 
groundwater extraction rates which would negatively im­
pact plume capture and/or a negotiated agreement with the 
LACSD to cut back on the amount of reclaitned water they 
produce attd to accept the excess reclaimed water from the 
OU-2 retncdy in exchange. 

Water rights are difficult to obtain, and basin water replenish­
tnent fees would likely be assessed. EPA considered com­
bining this alternative with another end use alternative, but 
regional reclaimed water supply far exceeds demands and 
there is no need for additional reclaimed water sources in this 
tegion. Alternative 3 has a relatively low ranking because of 
the potential lack of consistent demand for reclaimed water. 
Therefore Alternatives 2, 4, 5 and 6 rank higher for impie­
mentability than Alternative 3. 

Costs 

A sumtnaty of capital, anntial operation and maintenance 
(O&M), and total costs (i.e., net ptesent value, NPV, which 
represents the total costs in current dollars) for each alter­
native is presented in Table 2. The cost estimates have an 
expected accuracy of+ 50% to -30%. 

Alternative 2 costs (both capital and O&M) would be less 
than the other alternatives, primarily becau.se the water is 

extracted only at the leading edge and associated pipeline 
costs are lower. 

The remaining alternatives have comparable capital costs. 
Annual O&M costs are significantly higher for Alternatives 3 
and 5 relative to the others. After Alternative 2, Alternative 6 
has the next lowest total cost, about $69,000,000. 

Green Cleanup Assessment 
ILie environmental impacts of cleanup activities was about the 
same for each alternative (except No Action) because all thc 
alternatives have similar energ}' use and extent of construction 
activities, and they all incorporate conservation of groundwa­
ter resources. Alternative 2, with extraction only at the lead­
ing edge, had the lowest environmental footprint (because it 
requires less piping and energy consutnption) and was ranked 
medium with regard to this criterion. Alternatives 3, 4, 5 and 
6 had somewhat larger environmental footptints and were 
consequently ranked lower relative to Altetnative 2. Green 
remediation principles and techniques vv'ill be incorpotated 
into the selected alternative duritig the remedial design phase 
to the maximum extent practicable. For example, the use ot 
alternative energy soitrces and low energj'-consutning equip-
rnettt (such as variable frequency motors) can be coupled with 
optimum pipeline routing, sizing and material selection to 
lower the environmental itnpacts of die retnedy. 

Preferred Alternative 
EPAs preferred alternative is Alternative 6, which incltides the 
location of extraction wells at three locations alottg the plume 
and treatment ofthe contatninated groundwater for drink­
ing water end use. EPA believes that Alternative 6 ptesents 
the most reasonable and cost-effective remedial approach to 
achieve containment ofthe OU-2 plume. 

Based on the informarion currently available, EPA believes the 
preferred alterttative meets the threshold criteria and provides 
the best balance to meet the evaluation criteria among the 
other alternatives. This alternative will achieve significant 
risk reduction by containing the contaminated plutne to the 
same degree or better than the other alternatives. It provides 
permanent and significant reduction in the toxicity, mobility 
and volume of VOCs in the groundwater at OU-2. 

This alternative also has the lowest estimated total cost of all 
the plume-wide containment alternatives. In addition, the 
water is reused in a safe and beneficial way that is consistent 
with regional water conservation and reuse efforts. The drink­
ing water end use is consistent with regional efforts to reduce 
the amount of potable water that is itnported into Southern 
California. Ihe State has concurred with EPA's preferred 
alternative. 
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EPA believes Alternative 6 meets the threshold criteria and 
provides the best balance of tradeoffs among the other alterna­
tives with respect to the nine criteria. EPA expects Alterttative 
6 to sansiy the following statutory requiretnents of CERCLA 
Section 121(b): (1) be protective of hitman health and the en­
vironment; (2) comply with ARARs (or justify a waiver); (3) 
be cost-effective; (4) utilize permanent solutions and altetna­
tive treattnent technologies ot resource recovery technologies 
to the maximum extent practicable; and (5) satisfy the prefer­
ence for treatment as a principal element. 

EPA will fully evaluate community acceptance after the public 
comment period ends and will summarize that evaluation in 
the ROD. 

Former Omega Chemical —/s. t net v m e y a k^riemiciti —TV t 
Corporation Facility'' >. ^ 

.^•'.. 

Figure 4: Schematic of EPA Preferred Alternative 

A .schematic diagram ot the expected locations of exttaction 
wells, treatment plant and pipelines for Alternative 6 is pro­
vided in Figure 4. Final locations will be determined during 
design. 

Next Steps 
Ihe 30-day public comment period on this Proposed Plan 
ends on September 21, 2010. After EPA considers all public 
comments and issues the OU-2 ROD, EPA will distribute a 
fact sheet summarizing the ROD and otherwise notify stake­
holders and the public ot the selected remedy atid availability 
of the ROD. 

Technical Assistance Program 
A 'lechnical Assistance Gtant (1 AG) is available for citizens 
who live near a Superfund site. The grant helps qualified 
citizen groups affected by a Superfimd site to hire an inde­
pendent technical advisor to help interpret and comment on 
site-telated infotmation. An initial grant of up to $50,000 
is available. Fot furrher information about the grant, please 
call us and request an application (toll free 800-231-3075) 
or go to http://www.epa.gov/superftmd/community/tag/ 
resource.htm. 

Glossary of Terms 

Aquifer: An underground geological formation, or 
group of formations, containing water. Ihis is a source 
of groundwater for wells and springs. 

Administrative Record: l h e supporting documents 
that FPA considers or relies on to select a remedial 
action. 

Comprehensive Environmental Response, Compen­
sation, and Liability Act (CERCLA): A fedetal law first 
passed in 1980, and subsequently amended, diat created a 
trust fund, known as Superfund, lo investigate and clean 
up abandoned or uncontrolled hazardous waste sites. 

Consent Decree: A legal dt)cumenr approved and i.s-
sued by a judge that tonnali/es an agreement icached 
between EP.A and poreniially i-esponsiblc parties where 
they perform all or part of a site cleanup. 

Contaminants of Concern: Site-specific chemicals that 
exceed regulatory levels or pose a potentially significant 
risk ro human health and the environment. 

Extraction Well: A discharge well used to remove 
groundwater or air. 
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Glossary of Terms (Continued) 

Feasibility Study: A study thai determines thc best way to 
clean up environmental contamination. 

Granular Activated Carbon (GAC) Treatment: A filtering 
system often used in stnall water systems and individual 
homes to lemove t^rganics. Also used by municipal water 
treatment plants. GAC treatment can also be highly effec­
tive in lowering elevated levels of radon in water. 

Groundwater: The supply ofwater found below the 
ground surface, u.sually in aquifers. 

Human Health Risk Assessment: The qualitative and 
quantitative evaluation ofthe risk po.sed to human health 
by the specific pollutants found at the Site. 

Information Repository: A location accessible tti commu­
nity mcmber.s (such as a local library) that houses docu­
ments, reports and othet site-related information, general 
intormation about Superfund, newspaper notices, and ihe 
Administrative Record for the site. EPA also maintains an 
information repository for all Superfund sites at its offices 
in San Franci.sco, C'alifornia. 

Institutional Controls: Land use resrrictions and other 
non-engineering controls that prevent or limit expcsure to 
contamination. 

National Priorities List (NPL): EP.As list ofthe most 
serious uncontrolled or abandoned hazardous waste sites 
identified for possible long-term remedial action under 
Superfund. The list is based primarily on the score a site 
receives frotn the Ha/ard Ranking System. EPA is required 
ro update the NPL at least once a year. A site must be on 
the NPL to receive money from the Trust Fund for reme­
dial action. 

National Oil and Hazardous Substances Pollution 
Contingency Plan (NCP): Provides the organizational 
structure and procedures for preparing for and responding 
to discharges ol oil and releases of hazardous sttbstances. 
llie NCP is the primary federal regulation governing the 
investigation and cleanup of Superfund sites. 

Plume: A body of contaminated groundwater originating 
from a specific source. 

Pump and Treat System: A system that uses one ot more 
extraction wells to remove contaminated ground water and 
treat it to remove the contamination before the water is 
used or discharged. 

Potentially Responsible Parties (PRPs): Possible his­
toric polluters who may eventually be held liable under 
CERCLA for the contamination or misuse of a particular 
property or resource. 

Principal threat wastes: Those source materials considered 
to be highly toxic or highly mobile that generally cannot 
be reliably contained or would present a significant risk to 
human health or the environment should exposure occur. 

Proposed Plan: A document that summarizes the cleanup 
alternatives evaluated as part ofthe Feasibility Study pro­
cess and identifies the preferred cleanup ahernative. 

Remedial Action Objectives: The cleanup goals estab­
lished by Fl-'A when implementing a remedial action. 

Remedial Investigation: The CERCLA process of de­
termining the nature and extent ot hazittdous material 
contamination at a site. 

Record of Decision: The docimient that formalizes EPA's 
decision to implement a specific remedial action. 

Soil Vapor Extraction: A technology that removes con­
taminants from the subsurface by extracting and treating 
contaminant vapors. 

Superfiind: The common name for the process established 
by CERCLA to investigate and clean up abandoned or 
uncontrolled hazardous waste sites. 

Vadose 2^ne: The zone between land surface and the 
watet table within which the ntoisture content is less rhan 
saturation antl pressure is less than atmospheric. Soil pore 
space also typically contains air or other gases, l l ie capillary 
tringe is included in thc vadose zone. It is the porous mate-
fial just above the water table which may hold watet by 
capillarit}' (a property of surface tension that draws water 
upwards) in the smaller void spaces. 

Vapor Intrusion: The process by which contaminant 
vapors in the soil and/or groundwaier migrate through 
subsurface .soils and enter overlying buildings. 

Volatile Organic Compounds: Carbon-containing chemi­
cal compounds that cvaporare readily at room temperature. 

Wellhead Treatment: A treatment unit attached to the 
topmost point ot a well that removes contaminants from 
the water before it goes to its end use. 
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Omega Chemical Corporation Superfund Site 
EPA Requests Public Comment on Proposed Plan for OU-2 Groundwater Contamination 

Site Information Repository 
liPA maintains site intormation repositories tor the Omega Site at the Whitti­
er Public Library and at the EPA Superfund Record.s ( x-nter in San Francisco. 
These repositories contain the Administrative Record file, project documents, 
tact sheets and reference materials. liPA encourages you to review these docu­
ments to gain a complete understanding ot the sire. Locations ot intormation 
repositories are listed below. EPA also has a site information web page at www. 
epa.gov/region09/OmegaChemical 

Whittier Public Library 
7344 S. Washington Avenue 
Whittier, CA 9()602 
(562) 464-3450 
C'onract: Raye Beverage, Reference 

U.S. EPA Superfund Records Center 
95 Hawthorne Street, 4''' floor 
San Francisco, CA 94105 
(415) 536-2000 

Printed on 30% Postconsumer Recycled/Recyclable Paper 

U.S. EPA Contacts 
Jaclde Lane 
Com tmtni ty Involvement t>oordinator 
U.S. FPA Region 9 (SFD-6-3) 
Direct: (415)972-3236 
Ibll-frce: (800) 231-307S 
lant'.jai:ki('(u)epfi.goi.' 

Lynda Deschambault 
Remedial Project Manager 
U.S. FPA Region 9 (SFD-7~1) 
I3irect: (415^947-4183 
Ibll-frce (HOU) 2^I-3()~1 
de^chambiiulT l'\'nda(ipepn gov 

U.S. EPA Region 9 
75 liawrhorne Street 
San Francisco, C]A 94)05 

United States Environmental Ptotectlon Agency, Region 9 
75 Hawthorne Street (SFD-6-3) 
San Francisco, CA 94105 
Attn: Jackie Lane (Omega 8/10) 
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Omega Chemical Corporation 
Superfund Site 

Env i r onmen ta l P ro tec t i on Agency Region 9 San Franc isco , CA August 2010 

EPA Extends Public Comment Period on 
Proposal for Groundwater Cleanup at 

Omega Chemical Corporation Superfund Site 

b i 

The United States Environmental Protection Agency (EPA) has approved a request to extend the comment period 
an additional 30 days for the Proposed Plan (Plan) to address human health and environmental risks posed by 
contaminated groundwater at the Omega Chemical Corporation Superfund Site (Site) in Whittier, CA. The new 
comment per iod Is f rom August 23,2010 to October 21,2010. 

.. The Plan describes cleanup alternatives and EPA's Preferred Alternative to contain the large plume of contami­
nated groundwater that extends approximately four and one-half miles south-southwest of the former Omega 
property. This area of the Site is designated as Operable Unit 2 (OU-2). EPA will select an interim remedy for OU-2 
after reviewing and considering all information received during the now 60-day public comment period. 

The public is encouraged to submit comments in writing at any time during the comment period 
by email, fax or mail postmarked no later than October 21,2010 to: 

Lynda Deschambault 
Remedial Project Manager 
U.S. EPA Region 9 
75 Hawthorne Street (SFD-7-1) 
San Francisco, CA 94105 
Direct Line: (415) 947-4183 
Fax Number; (415) 947-3526 
Email: deschannbault.lynda@epa.gov 

1 < * ' 

The following alternatives are explained more in the Proposed Plan fact sheet and in detail in the RI/FS report. Each, 
except the "No Action" alternative, includes a groundwater extraction and treatment system to contain the plume, 
treat the water and provide the treated water for a beneficial end use. 

Alternative 1: No Action 
Alternative 2: Leading-edge Extraction wi th Drinking Water End Use 
Alternative 3: Plume-wide Extraction wi th Reclaimed Water End Use 
Alternative 4: Plume-wide Extraction wi th Reinjection 
Alternative 5: Plume-wide Extraction wi th Spreading Basin Recharge 
Alternative 6 is EPA's Preferred Alternative; Plume-wide Extraction w i th Drinking Water End Use 

Proposed Plan fact sheets and the Administrative Record file, which contains documents used by 
EPA to develop and evaluate the cleanup alternatives, are available at the Whittier Public Library, 

7344 S. Washington Avenue, Whittier, CA, (562) 464-3450. To view the final RI/FS report or 
Proposed Plan fact sheet online, go to: www.epa.gov/region09/OmegaChemical 

mailto:deschannbault.lynda@epa.gov
http://www.epa.gov/region09/OmegaChemical
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EPA Extends Publlc Comment Period on 
Proposal for Groundwater Cleanup at 
Omega Chemical Corporation Superfund Site 
to October 21,2010 
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